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PREFACE
The work described in this report was performed by the Mariner Mars
1971 Project of the Jet Propulsion Laboratory.
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ABSTRACT
This document describes the content and organization of the Mariner 9
Mission Test Computer/Mission Test Video System (MTC/MTVS) micro-
fiche library. This 775 card library is intended to supply the user with a
complete record of the images received from Mars orbit during the
Mariner 9 mission operations, November 15, 1971, to November 1, 1972.
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I. INTRODUCTION
The purpose of this document is to assist recipients of the Mariner 9
Mission Test Computer/Mission Test Video System (MTC/MTVS) micro-
fiche library in making efficient use of large amounts of data to be found in
the library. The content and organization of the library are described in
Sections III and IV, respectively; methods of manual data retrieval are dis-
cussed in Section V.
II. LIMITATIONS
It should be noted that this microfiche library is composed of real-time
video data and, as such, contains a number of errors associated with the
problems of producing processed video data in real-time. Such problems
include missing lines of video data which, although recorded at Earth, do
not appear on the real-time pictures due to a lack of computer lockup, miss-
ing or erroneous supplemental data indicating the location of the picture on
the planet, and, in a few cases, erroneous identification numbers for some
pictures. All known cases of wrong identification numbers have been hand-
corrected in the microfiche library. Since errors in the supplemental data
blocks accompanying the pictures are not always obvious, it is advisable to
look up corrected data in the Microfiche Index Catalog (see Sections III, IV,
and V) if scientific analysis is to be undertaken. All longitude values given
in the data blocks of pictures taken before orbit 44 are inadvertently east
longitude and should be subtracted from 360 degrees to obtain the proper
west longitude figure. Wherever the term "W LONGITUDE" appears in the
data block, the values are given in the proper (west) longitude system.
A second microfiche library containing images which have been further
processed to replace missing lines where possible and to reduce the effects
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of camera nonlinearities will be released in mid-1973. Erroneous and
omitted picture-location data will be corrected in the library.
III. LIBRARY CONTENT
During its useful in-flight lifetime, the Mariner 9 spacecraft recorded
and telemetered to Earth 7, 329 pictures of Mars, the Martian satellites,
Saturn, and star fields. Three or four differently processed versions of each
picture were produced immediately upon receipt of telemetry by the MTC/
MTVS at the Jet Propulsion Laboratory, Pasadena, California. These real-
time pictures have been compiled onto 775 microfiche cards to form this
library. The 60 images on each card are arranged in the COSATI format.
Detailed supporting information for each television picture is compiled
separately on 16 microfiche cards called the Microfiche Index Catalog. The
catalog includes data on picture location on the planet, picture orientation,
slant range from camera to center of picture, time, and viewing and illumi-
nation geometry. This information is included as a supplement to the library.
In some instances, replays of telemetry tapes were made in order to
recover data dropped during the original processing through the MTC/MTVS.
Both the original data and the replays are included in the library, however,
on different microfiche cards. Replay data can be located by use of the
Microfiche Index Catalog, to be discussed later in Section V.
IV. ORGANIZATION OF THE DATA
The recorded video images have been transferred onto microfiche
cards in the same chronological order as they were originally recorded by
the MTC/MTVS on 70-mm film. Generally, 31 to 33 pictures were taken
during each orbit around Mars. All pictures for a given orbit are contained
on a set of cards (generally three in number) packaged in individual envelopes
for each orbit. The library consists of these envelopes arranged in orbit-
sequential order plus one envelope containing the Microfiche Index Catalog.
The three or four processed versions of each Mariner 9 picture are
displayed consecutively on the cards. Two particular versions, a raw pic-
ture and a shading-corrected version, are always present. For some of the
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preorbit pictures of the full disc of the planet, a contoured version was pro-
duced by removing (clipping) significant bits in the digital video data. During
most of the orbital operations, either a horizontal high-pass-filter (HPF)
version or a vertical-automatic-gain-control (VAGC) version was generated.
For some of the later orbits, both the HPF and the VAGC versions were
produced in addition to the raw and shading-corrected versions, making four
versions in all. The details of the processing used to produce these pictures
are not given here. This information appears in Ref. 1.
In the original format of the primary 70-mm film record, each version,
of each picture is framed by a pair of histograms and a "data block" (Fig. 1).
The histograms show the frequency distribution of brightness levels in the
image before and after the process used in producing that particular version.
The data block contains picture identification information and details regard-
ing the color filter used in the TV camera, the exposure time, slant range,
picture location, and processing parameters. The listings in the data block
are explained in Fig. 2.
In order to exploit the maximum amount of format space for picture
data, the data block has been selectively excluded from the format that is
reproduced on the microfiche cards. Only the picture and the histograms
below it normally appear. However, the data block for the last version of a
given picture is reproduced in a separate image location on the card directly
following the version to which it corresponds. Since the data blocks for all
versions are identical as far as range, coverage, and camera information is
concerned, the inclusion of just one data block is sufficient.
The physical arrangement of the three (or four) processed versions of
each picture and the data block is illustrated in Fig, 3.
On the last card of each orbit card set, several frames are dedicated
to supplying updated support information of the type found in the Microfiche
Index Catalog. This information was the best available at the time the main
library was generated and, in general, is quite accurate. However, since it
is possible that the supplemental library (the Microfiche Index Catalog) may
be updated and reissued as better supporting data becomes available, it is
urged that the latest index catalog always be used for serious analysis.
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Two other special frames are included on the last card. The first of
these is the "Notice" frame, which describes briefly the various versions of
each picture and the data block (see Fig. 4). The final frame on each card
set is the "Explanation of Data" block, which defines the terms used in the
support data found on the last card and in the index catalog (Fig. 5).
The Microfiche Index Catalog is packaged in a separate envelope and
contains only support data arranged chronologically. Methods of using the
Microfiche Index Catalog are discussed in the next section.
V. USE OF THE MICROFICHE LIBRARY
Perhaps the simplest use of the library is merely scanning through
pictures in the chronological order of their acquisition, searching for fea-
tures of interest. When something is found, the user may determine when,
where, and how the picture was taken by using the data block, the supporting
data on the last card of the orbit set, or the Microfiche Index Catalog. Or,
conversely, if the user is aware of identification numbers of specific photo-
graphs he would like to observe, he can, by means of the index catalog,
locate the pictures in the main library.
A. Picture Identifiers
The primary identification in this library is the number of the micro-
fiche card and the location in which the picture is found on the card. Thus
4232-1 A09 would be the identification for the picture or data that appears on
microfiche card 4232-1 at row A and Column 9. This identification is rele-
vant only to this library and appears in no other compilation of Mariner 9
data except for the first four digits, which identify the MTC/MTVS 70-mm
negative roll on which the telemetered data was originally recorded.
A very widely used identification is the data automation subsystem
clock time commonly referred to as the "DAS time. " This is an eight-digit
number signifying the reading of a digital clock on the spacecraft which
counts in increments of 1. 2000 s. Although the DAS time is printed on every
MTC/MTVS data block, it imparts no information other than chronology and
exhibits a five-count systematic bias when compared with the picture support
data. The DAS time appearing in the data block is related to the instant of
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closing of the television camera shutter. It must be remembered that the
DAS time identifies uniquely a specific television picture telemetered from
the spacecraft; it does not identify uniquely the various processing versions
of that picture, but is included with each version.
Another identification technique is the Picture IDentifier (PIID). This
is a long series of numbers and letters giving more than chronological infor-
mation about the picture. For example, the identifier 198 B 03 27 M 06044
indicates a picture taken on the 198th orbit with the B (telephoto) camera.
This was the third picture of a total of 27 taken during that orbit. The pic-
ture was taken for mapping and geology purposes and was the 6044th picture
taken during the mission. This identifier is informative but also long and
unwieldy and does not appear on MTC/MTVS real-time pictures. However,
it is listed in the support data because it may be used extensively in future
references.
As an example of the various identifiers, we take the picture described
above:
DAS Time 08692189
PIID 198 B 03 27 M 06044 .
Microfiche library 4232-1A09
location
MTC/MTVS 70-mm Raw version 4232-7
Negative roll and file Shading-corrected version 4232-8
(Frame) numbers VAGC version 4232-9
B. Lookup by DAS Time and Card Titles
If the DAS time of the desired picture is known, one may locate the
orbit set of cards containing the picture by scanning the title headings on the
cards. These titles give the range of DAS times covered by the orbit set.
The same range is called out on all cards of the orbit set; therefore, only
one card per orbit set need be examined. Since DAS times run sequentially
through the library, higher DAS counts will be located near the back of the
library and lower ones near the front.
C. Lookup by DAS Time and the Microfiche Index Catalog
If a search for the DAS time is made in the index catalog, the user will
be directed to the proper card, row, and column for each version of the
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picture and will be presented with the most accurate support data. To expe-
dite locating the proper card in the index catalog, the user is referred to
Table 1.
D. Lookup by Orbit Number and MTC/MTVS Negative Roll Number
If the orbit number of a picture is known, the user may locate the orbit
card set containing the picture by using Table 2, which relates orbit number
to MTC/MTVS negative roll number. The roll number is found in the title at
the top of the main library cards. This method is useful if the PUD of the
desired picture is known. An expedient alternative to this is to insert labeled
divider cards between every fifth orbit set. When doing this, care should be
taken to insure that replay data, which has nonsequential negative roll num-
bers, is properly filed. This may be done through reference to Table 2.
E_ Lookup by Martian Latitude and Longitude
When it is desired to locate pictures taken at specific areas of the
planet without foreknowledge of the appropriate picture identifiers, use must
be made of the locator tables given in Ref. 2. Frames identified in this
manner can be located on the microfiche cards by any of the methods de-
scribed above..
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Table 1. DAS time ranges on Microfiche Index Catalog cards
Use index catalog card (page)

















- 2, 102, 695
- 2, 676, 380
- 3,216,925
- 3, 755, 400
- 3, 898, 305
- 5, 022, 708
- 5, 563, 283
- 6, 104, 103
- 6, 643, 873
- 7, 219, 203
- 7, 758, 658
- 8, 334, 904
- 9,018,839
- 9, 989, 984
- 12, 996, 097
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Fig. 1. MTC/MTVS real-time picture
W T C - M T V S
MARINER 9 PLYBK P229
ORBIT ,SET
TIME FROM PERIAPS13 0.29.44
SLANT RANGE 3412 KM
VIEWING ANGLE 41.316 DEO
PHASE ANGLE 73.959 DEO








PICTURE 49 67 19.54.25.785
CAMERA B DAS 09806799
FILTER- DSN 14
RATE 4.05KBPS
EXPOSURE-OS PN ERRORS 40




STRETCH CONTROL - AUTO -CS
LOM 350*00 HI 416*77
TRANSLATION - TT3
MTC 4264- 7 07 MAR 72
— orbit number during which picture was taken (orbit 229)
— time at which picture was taken, relative to tine of periapsis, hr-min-sec
— distance from spacecraft to planet at center of picture, km
— view angle at center of picture (see Fig. 5 for definition)
— phase angle at center of picture (see Fig. 5 for definition)
— solar incidence zenith angle at center of picture (see Fig. $ for definition)
latitude and west longitude of upper left corner of picture
ii H n n ii
 upper rlght „ n ii
» it n n it center " "
ii ii n n n
 lower left n n ii
ii n ,i ii it
 lower right it » n
DAS picture count (not relevant); telemetry receipt time (day-hr-min-sec)
camera identification (A-- wide angle, B » telephoto); DAS Time
color filter setting (not relevant after orbit 118); tracking station in use
telemetry bit rate in use at time of transmission (4.05 kilobits per second)
camera shutter exposure time (24 msec); "pix spikes" is a noise level indicator
fully-reproduced scan lines - 700, partial lines = 0, missing lines - 0
certain non-random noises have been smoothed over
processing version identification
various picture processing parameters
• MTC/KTVo negative roll number and file number; processing date
Fig. 2. Definition of data block listings
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SHADING-CORRECTED VAGC HPF DATA BLOCK
Fig. 3. Physical arrangement of processing versions and data block
JPL Technical Memorandum 33-595 11
-NOTICE-
These cards present several images of the photo-
graphs taken of Mars and its satellites by Marin-
er 9. The first image is always a "raw" picture
(one which has not experienced spatial filtering
or contrast enhancement by computer techniques).
The second image has had its contrast increased
by computer techniques and has been approximate-
ly corrected for spatial variation in sensitiv-
ity of the television vidicon. One dimensional,
high-pass spatial filtering and contrast enhance-
ment has been applied by the computer to the third
image. In some cases a fourth image is included
which differs from the third only in the manner
and direction of spatial filtering. The final im-
age for each photograph is a data block present-
ing timing,.geometry, camera settings, and tele-
metry conditions. The latitude and longitude val-
ues given in the data blocks are based upon pre-
dictions and may contain significant errors. Re-
vised values, as of July 15, 1972, are listed on
the last card pertaining to each revolution.
Fig. 4. "Notice" block
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MARINER 9 TV PICTURES MICROFICHE CATALOG INDEX
EXPLANATION OF DATA
SHOW BELOW IS THE INDEX HEW1NS AND AN EXAMPLE OF
THE TWEE UICS OF DATA THAT DIStHIBE EVER* PIOUS
IN THE CATALOG. THREE OR FOUR VERSIONS OF EACH PIC-
TURE USUALLY APPEAR IN THE MICROFICHE CATALOG, THEIR
LOCATION IN THE MICROFICHE CATALOG AND THE ROLL AND
FILE NUMBER OF THE SAflE DATA STORED ON 70*1 FILM IS
ALSO GIVEN, PICTURE IDENTIFICATION NUMBERS AND CAMERA
FILTER INFORMATION ALSO APPEAR. BASIC RANGE, VIEW-
ING ILLLHINATION AND COVERAGE INFORMATION IS TABULA-
TED AND IS EXPLAINED BY THE ASSOCIATED DIAGRAMS;
MICROFICHE CARD I.D., LOCATIONS
OF FOUR PIOUS VERSIONS AND
PIOUS UTA BLOCK.
DESCRIPTION OF PROCESSING
OF THESE FOUR VERSIONS
RETICLE 1
RETICLE 7 RETICLE 9
.flORAN = NORTH DIRECTION ON THE
PLANETARY SURFACE MEASURED IN
THE IBA6E'PLANE
SUNAN - SUN DIRECTION ON-THE






TFP -.TIME FROM PERAPSIS
RANGE - DISTANCE FROM SPACECRAFT TO
THE PLANETARY .SURFACE AT
CENTER OF IMAGE (RETICLE 5)
SPACECRAFT MAKES THO ORBITS PER DAY,
ORBIT 1 " DAY 318 - NOV 13,- 71
ORBIT 3 -^DAY 319 -. NOV 11, 71
ORBIT 199 • DAY 52 • FEB 21, 72
MARINER 9 TV PICTURES
• HIQROFICHI: CATALUG INDEX—ORBIT
I CORK AGC 8LK
MTC ROLL 4233 OU5 086 067 08BICF* 5(
\
1 3 5 / 7 9
LON 72.23 51.10 t.3^06 72.B9 55. 5«
DAY HP. MIN 'SEC
TfP + 35 MIN 51 SEC
RANGE 3*460 KM
TIME AT HHICH PICTURE IS TAKEN
(SHUTTER TIME) MEASURED IN
INCREMENTS OF 1,2003 SECONDS





V = VARIABLE FEATURES
S " SATELLITES
C * CALIBRATION




TOTAL PICTURES IN ORBIT—
^DISCIPLINE CODE ' :















PARS: (PHASE ANGLE RETICLE 5)
ANGLE SUBTENDED BY SUN AND SPACECRAFT
AT MARS SURFACE CORRESPONDING TO
IMAGE POINT RETICLE 5
VAR5-. (VIEW ANGLE RETICLE 5)
ZENITH ANGLE OF SPACECRAFT AT
MARS SURFACE CORRESPONDING TO IMAGE
POINT RETICLE 5
SLAR5: (SOLAR ANGLE RETICLE 5)
ZENITH ANGLE OF SUN AT MARS SURFACE
CORRESPONDING TO IMAGE POINT RETICLE 5
Fig. 5. Explanation of supporting data
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